
High-Viscosity Lithium-Complex
Synthetic Grease
AMSOIL High-Viscosity Synthetic Grease is a lithium-complex-thickened 
grease blended with premium ISO 320 synthetic base oils. It is fully 
compounded with additives, providing superior extreme-pressure 
protection, oxidation resistance and corrosion protection. AMSOIL High-
Viscosity Synthetic Grease is shear stable, maintaining its viscosity and 
consistency in the presence of mechanical activity. It also stays in place 
by resisting water washout. During high-temperature operation, the 

protection. AMSOIL High-Viscosity Synthetic Grease adheres to critical 
components in severe conditions to promote optimum operation, resulting 
in increased uptime and reduced repair and maintenance costs.

Excellent Performance
AMSOIL High-Viscosity Synthetic Grease is excellent for use in heavy-duty 
industrial and off-road applications where equipment operates under adverse 
conditions, including exposure to environmental elements, slow, heavily loaded 
applications and shock-loading conditions. Its lithium-complex thickener system, 
high-viscosity base oils and high-quality additives perform in hostile environments 
and extreme applications where typical multi-purpose greases may not.

Resists Water Washout
AMSOIL High-Viscosity Synthetic Grease is formulated with excellent cohesion 
and adhesion properties that help it resist water washout. It stays in place longer, 
resulting in reduced maintenance time.

Protects Against Oxidation and Corrosion
AMSOIL High-Viscosity Synthetic Grease contains a robust package of oxidation 
inhibitors that helps prevent grease breakdown and component surface damage. 
A premium blend of corrosion inhibitors further protects components against rust 
and corrosion formation.

Excels in High Temperatures
AMSOIL High-Viscosity Synthetic Grease is engineered for exceptional 
performance in high-temperature applications. Its premium ISO 320 synthetic 
base oils and high-quality lithium-complex thickener work together to provide 

D A T A  S H E E T
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• EP additives and high-viscosity 
base oils for excellent protection.

• Resists thermal and oxidative 
degradation.

• Resists water washout.

*All trademarked names and images are the property of their respective owners and may be registered marks in some 



APPLICATION MAINTENANCE
Maintaining a clean work environment is important when 

prior to injecting grease to prevent contaminant ingestion. 
Maintain bearing housings one-third to one-half full of grease. 
Prevent over-greasing as this can result in excessive heat 
buildup. Supplement standard grease maintenance by 
periodically cleaning and packing housings with fresh grease 
on an established maintenance schedule.

COMPATIBILITY
AMSOIL High-Viscosity Synthetic Grease is compatible with 
many other types of greases. However, it is recommended 
that when changing greases, the equipment be cleaned 

amount of AMSOIL High-Viscosity Synthetic Grease while the 

inconsistencies. Grease compatibility questions should be 

PRODUCT AVAILABILITY

AMSOIL PRODUCT WARRANTY
AMSOIL products are backed by a Limited Liability Warranty. 

HEALTH & SAFETY
This product is not expected to cause health concerns when 
used for the intended applications and according to the 

Keep Out of Reach of Children.
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• • Printed in USA. 

AMSOIL products and Dealership information 
are available from your local AMSOIL Dealer.


